Genel Maksat - Diisiik Fark Basinci Solenoid Valfler (Ap 0,1)

General Purpose - Lower Differential Pressure Solenoid Valves [Ap 0,1)

GEVAX solenoid valfleri tlim 8mlir ve performans
testlerinden gecirilmekte ve tim dUrlinler sevk
Gncesinde %7100 calisma testine tabi tutulmaktadir,
Verilen basinc degeri AC gerilimine g&redir; DC
uygulamalarda kullanim &zelliklerine gdre basing
degeri dlisebilir.

GGvde: Piring

J Kovan: Piring
H Cekirdek: Paslanmaz Celik
Yay: Paslanmaz Celik
Yatak: Pirinc

GEVAX solenoid valves pass through all life-time and

performance tests, and all the valves are %100 applied

functional tests before delivery.

The pressure values are given for AC coils; for DC

[ Dim A B €C D E F 6 H J applications Pmax may decrease as per appli-
1 66 38 23 468 29 48 82 9% 114 cations features,

66 38 23 80 29 57 88 105 123 Body: Brass

66 38 23 91 29 67 91 114 132 Core Tube: Brass

74 46 23 48 35 48 81 95 114 Core: Stainless Steel

74 46 23 80 35 57 87 104 193 Springs: Stainless Steel

7% 46 23 91 35 &7 90 113 13y  ~eat:Brass
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Yanit Zamani / Response Time
Acma Zamani/ Opening Time 30-70ms
Kapama Zamani/ Closing Time 80-120ms

Normalde Kapali/ Normally Closed

1/2* 12 50,00 0.1 NBRsN _10°C+80°C 0580 1811-KB...D016-120
34" 19 100,00 01 16 TP1 2 0820 1811-KB..E016-190
1" 25 150,00 01 16 TP1 3 EFDM=E -10°C+140°C 1060 1811-KB...F016-250 |
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Normalde Acik / Normally Open

1/2" 12 50,00 0,1
3/4" 19 100,00 0,1 16 TP4

-10°C480°C 0,580  1811-AB...D016-120 |

NBR=N
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L 0820 1811-AB..E016-190
1" 25 150,00 0,1 16 TP4 6 EPDM=E -107C+140°C 1060 1811-AB...F016-250




