iLXlE Warning Lights

IL-X....- VR6 series QGO power, SMD LED design

EASY MOUNTING ~ Vetegesupply 54056 Tiouac, 220vac
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Sﬁgsbuun;;;;i?n w/o load 1.2\
Buzzer output 90dB
Dimensions 80 x 60 x 100mm
Weight approx 2409
Housing material abs
Base material abs
Connection Cable or M12 connector
Buzzer tone type Continuous or flashing

— Protection IP54 / 1P65
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Temperature  HighIPvalue  Shock /Vibration  Magnetic field Power —
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San / Yellow (+)
resistant prooff LED Light LG
Kirmizi / Red (+)
Siyah / Black (-)
il L
Code key
LIGHT SOURCE T T 1T
L :LED CONNECTOR
P:POWER LED
SIGNAL TYPE A2 : 20mm cable
_ _ (4 : 4pole connector
S Sabit/ Continuous
F: Flasor / Flashing
¢ : Cakar/ Strobe _Lehil oo
D : Déner/ Rotating K : Kirmizi/Red @
SB : Sabit + Buzzer / Continuous+Buzzer SUPPLY VOLTAGE S : San/Yellow
FB : Flasor + Buzzer / Flashing+Buzzer 12 - 12VDC Y : Yesil /Green @
(B : Cakar + Buzzer / Strobe+Buzzer 24 - 24VDC/VAC M: Mavi/Blue ®
DB : Ddner + Buzzer / Rotating+Buzzer : B : Beyaz /White O
48 - 48VDC - beyaz/ White
110 : 110VAC Bl
MOUNTING TYPE 220 : 200K BODY

VR : Vida, Rekor / Screw + Record 6 - 060
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